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SECURITY INFORMATION

25X1A
COUNTRY East Germany REPORT NO.
SUBJECT Radio Communication Equipment DATE DISTR. August
25X1 RVG-903b Produced by Sachsenwerk 1 1953.
Radeberg  NO. OF PAGES 2
Following 1s a list of technical specifioations of the RVG-903b typel-bem
radio communication manufsctured by Sechsenwerk (Funkwerk) Radeberg::
1., -Iranspitier:
FPrequency range: 1200-1470 mos, in 10 channels of 30 mos intervals.
Wave lengths = 20.4 - 25 om.
Cirouit : Decimeter oscillator in grid bsse conneotion and fre-
quency modulation 30 mos.
Oscillator mixed in mixer amplifier, 2 HF amplifier
gtages also in grid base oonnsctilon.
Capacity t Final stage greater than 9 watts.
Ar dooling ¢ Blower.
Modulation type: FM
Frequency deviation: Plus or minus 400 kea.
Low frequency transmission range of modulation amplifier: 0.3 - 150 kes.
2. BRecelverp:
Frequency range: 1200-1470 mes, in 10 chennels with intervals of 30 mes.
Wave lengths - 20.4 - 25 cm,
Sensitivity + Less than 70 KT.
Circuit :  Superheterodyne recelver, oscillator in grid base con-
nection, mixer circuit for direct and push-pull mixing.
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Intermediate frequency band width: 1.4 mes,
Intermediate frequency: 0.7 mecs.

Volume control: Delayed about 1:100,

Level frequency: 140 kes.

Addition of mechanical camber-and-pivot inclination (Nachlauf) in frequency
shifting: Greater than plus or minus 35 kes.

Transmission range: 0.3 to 150 kes.

Nonlinear harmonic-distortion factor: Between 2 stations: less than 2%,

Acceptance condition: 102%

Trensformer - In/Output: not grounded:

Matching impedance: 600 or 150 ohm.

Input level: 1 db to plus 3 db..

Power level: c¢a 285 mv to 15,6 v, 600 ohmay oa 143 mv - 7.8 v, 150 ohms
Output levelt 0,25 db.

Power level: oa 1 v at 600 ohms; 0.5 v a% 150 ohma,

Tranaformer frequency range: 6-120 kos,

Servige Channel:

Frequenoy ranget 0.33 = 2.4 kes,

Celling frequency: 1.667 kes.

Comment: Information on the establishing of a decimetric wave

c:lomunication with RVG~9 e beam radio communication equipment
was reported previously.
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